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Art.-Nr.: 70095 HEIDEMANN®

@ Klingelkontakt
o Messing-poliert ® max. 24V ~ 1 A e MaB: Kragen = 20 mm @

e Loch = 16 mm 0 e Einbautiefe = 12 mm

Bell contact

 Polished Brass ® max. 24V ~ 1 A e Measurements: Flange = 20
mm @ e Hole = 16 mm @ e Installation Depth = 12 mm

(® Contact de sonnette

e L aiton poli ® max. 24V ~ 1 A e Dimensions: Manchon

=20 mm @ e Trou = 16 mm @ e Profondeur d’encastrement = 12 mm
@D Belcontact

 Gepolijst messing ® max. 24V ~ 1 A e Afmetingen: kraag

=20 mm @ ¢ gat = 16 mm 0 ® Inbouwdiepte = 12 mm

(D Contatto suoneria

e Ottone lucido ® max. 24V ~ 1 A e Dimensioni: Slabbratura

=20 mm @ e Foro = 16 mm @ e Profondita d’ingombro = 12 mm
Kontakt zvonca

« Polirana medenina * najve¢ 24 V ~ 1 A » mere: naslon

=20 mm @ « luknja = 16 mm @ * vgradna globina = 12 mm
Kontakt zvona

« Polirane mjedi » maks. 24 V ~ 1 A  Dimenzije: ovratnik

=20 mm @« rupa = 16 mm @ * dubina ugradnje = 12 mm
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